S —

MD 97 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION

1517

¥
[

SPECTAL

EXISTING SIGNS

< Cams Mill NORTH] forTH  [BouTH
Carrs Mill R0 &> r”“g“"”‘?”“ ”'3“;“ MSL%ND _Mg?u

16.17 — po = =
McKendree R0 >

<a McKendree RD

2T

PUSH BUTTON
TO CRGSS
ROXBURY MiLL RD

PUSH BUTTON
70 CROSS
ROXBURY MILL RD

PUSH BUTTON
T0 CROSS
CARAS MILL RD

20 21425

28

PUSH BUTTON
TO CROSS
CARRS MILL RD

SIANT CAOSSING START CRESSIHG
WATCH FCt WATCH FOR
TURNING CARS TURNIKG CARS
DDH'T START DONT START
FINISH CROSSING FIN'SH GROSSING
W IF STARTED Wem  IF STARTED

TIME REMAINING TIME REMANING
TO FINIGH CROSSING T0 FINISH GROSSING

BTART CROSSMG
WATCH FGR
TUANING CARS
DONT START
FVISH GROSSING
ARG IF STARTED

TIME REMAINING
T0 FINISH GROSSING
TR

"

ONLY

I

ONLY

STARTGROSSING
WATCH FOR
TURNING GARS
DONT START
FiNISH CROSSING

meaa  IF STARTED

TIME REMAINING
TO FINISH CROSSING

Wik n,
PEDESTRIANS

FEDESTRIANS SERSTRIANS,

SHOULD NOT BE
T N CROSSWALK Ty [N CROSSWALK

@ PEDESTRIANS
SHOULD NOT BE

ser N CRAOSSWALK

i

STREET NAME
I

STREET NAME STREET NAME
N

N
BRAILLE TYPE 2 BRAILLE TYPE 2 BRAILLE TYPE 2

RIGHT OF WAY LINE

IN CROSSWALK

-

STREET NAME
M

W
PEDESTRIANS
SHOULD NOT BE
o

BRAILLE TYPE 2

EXISTING VIDEQ

DETECTION CAMERA

TO0 BE REMOVED

NOTE 2

“ND STOPPING
ANY TIME”
SIGN

“NDO STOPPING
ANY_ TIME"
SIGN

P

eé}* MD 97 (Roxbury Mills Road)

Y

AN

- A a

SIDEWALK

VZ 28 5 1DEWALK
SGE B15072

vV 29

_ BGE 556199

ZSPECIAL

NOTE 2

&

WHITMAN, REQUARDT
& ASSOCIATES, LLP

801 South Caroline Street, Baltimore, Maryland 21211

BY: sbloss

(o]

=

[ R ¥ R o

RIGHT OF WAY LINE

G!

TELEPHONE
TELEPHONE

M m O O @

CONSTRUCTION DETAILS

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.

TELEPHONE
TELEPHONE
TELEPHONE
TELEPHONE
SECONDARY

24’-9"
26’-0"
26’-2"
28’-2"
30°-8"
31’-8"
36°-0"

(NOTE:

SHA FORCES SHALL

RETROFIT CONTROLLER EQUIPMENT TO OPERATE VIDEO DETECTION EQUIPMENT).

INSTALL

INSTALL
MAX ITMUM

INSTALL
ABANDON

QF 3

HANDHOLE.

IN.

USE EXTISTING HANDHOLE.
USE EXISTING CONBUIT.
USE EXISTING STEEL POLE.

HANDHOLE ON TOP OF EXISTING CONDUIT.
INTO HANDHOLE FROM NORTH.

3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.
EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES

CUT CONDUIT A MINIMUM OF 2 IN. A

FROM CONDUITS. HANDHOLES., SIGNAL STRUCTURES AND CONTROLLER.

3 IN.

MAST ARM.
LED SIGNAL HEADS AS SHOWN.

AS

INSTALL 3

IN.

REMOVE EXISTING SIGNAL HEADS AND

USE EXISTING STEEL POLE.
SHOWN.

INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 1,000 FT.
CONDUIT.

USE EXISTING MAST ARM AND

7
C
A

FB

SPECTAL
NOTE 1

LEAD-IN IN PROPOSED

INSTALL OVERHEAD VIDEO DETECTION CAMERAS ON EXISTING
REMOVE EXISTING SIGNAL HEADS AND VIDEO DETECTION CAMERA AND INSTALL NEW

REMOVE EXSITING SIGNAL HEADS AND

REMOVE EXISTING HANDHOLE AND RE-INSTALL

CAP AND ABANDON EXISTING CONDUIT BEYOND PROPOSED HANDHOLE.

INSTALL NEW LED SIGNAL HEADS AS SHOWN.

Z RIGHT OF WAY LINE
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PROPOSED VIDEO
DETECTION CAMERA
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NEMA PHASING

¥8

B4 AlLT.

FLASHING
OPERATION

NOTE :
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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TELEPHONE = 26'-2"
CABLE 27°-6"
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SPECTAL AN
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SPECTAL
NOTE 2

INSTALL NEW LED SIGNAL HEADS

PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
REMOVE EXISTING HANDHOLE.

IN-KIND ROTATING HANDHOLE 90 DEGREES TO ROADWAY
ON TOP OF EXISTING CONDUIT HEADING SOUTH LEAVING 6 IN. PROTRUDING INTO HANDHOLE.
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GENERAL NOTES

1.

HR2_1 i [—I
SIGN

SPECIAL
NOTE 2

THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO

INSTALLING PROPOSED SIGNAL EQUIPMENT.

IF ANY UTILITY

CONFLICTS

SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE

SHA ENGINEER.

THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE
CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEO DETECTION EQUIPMENT.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL

REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.

SPECTAL NOTES:

1.

TRAVEL WAY FOR

EXTEND CONDUIT A MINIMUM OF 2
INTO HANDHOLE.

DISCONNECT EXISTING ELECTRICAL CABLE FROM EXISTING
SIGNAL HEADS TO BE REMOVED AND RE-CONNECT TO PROPOSED
SIGNAL HEADS. ANY SIGNAL OUTAGE SHALL BE SCHEDULED
DURING NON-PEAK HOURS AS DIRECTED BY THE ENGINEER.

INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO
INSTALLATION OF NON-INVASIVE PROBES.
IN.

AND MAXIMUM OF 3 IN.

CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

TRAFFIC ENGINEERING DESIGN DIVISION
MD 97 (Roxbury Mills Road at Carrs Mill Road /McKendree Road

Glenwood, Maryland
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